
METRIC ADAPTERS

R O Y A L  B R A S S  A N D  H O S E

HYDRAULIC ADAPTERS

To order by phone: 1-800-669-9650 To order by fax: 1-800-736-0141
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British to SAE

Male British
Standard
Pipe Tapered
Thread to
Male JIC
37° Flare

2MBSPT-4MJ ¹⁄₈ – 28 ⁷⁄₁₆ – 20

4MBSPT-4MJ ¹⁄₄ – 19 ⁷⁄₁₆ – 20

4MBSPT-6MJ ¹⁄₄ – 19 ⁹⁄₁₆ – 18

6MBSPT-6MJ ³⁄₈ – 19 ⁹⁄₁₆ – 18

6MBSPT--8MJ ³⁄₈ – 19 ³⁄₄ – 16

8MBSPT--8MJ ¹⁄₂ – 14 ³⁄₄ – 16

12MBSPT--12MJ ³⁄₄ – 14 1 ¹⁄₁₆ – 12

RB&H #

THREAD SIZE

MBSPT MJ

SPECIFICATIONS

Male British
Tapered
Thread to
JIC Flare –
90°

4MBSPT-4MJ90 ¹⁄₄ – 19 ⁷⁄₁₆ – 20

6MBSPT-6MJ90 ³⁄₈ – 19 ⁹⁄₁₆ – 18

6MBSPT-8MJ90 ³⁄₈ – 19 ³⁄₄ – 16

8MBSPT-8MJ90 ¹⁄₂ – 14 ³⁄₄ – 16

12MBSPT-12MJ90 ³⁄₄ – 14 1 ¹⁄₁₆ – 12

RB&H #

THREAD SIZE

MBSPT MJ 

SPECIFICATIONS

4MBSPP-4MP ¹⁄₄ – 19 ¹⁄₄ – 18

6MBSPP-6MP ³⁄₈ – 19 ³⁄₈ – 18

8MBSPP-8MP ¹⁄₂ – 14 ¹⁄₂ – 14

12MBSPP-12MP ³⁄₄ – 14 ³⁄₄ – 14

RB&H #

THREAD SIZE

MBSPP MP (NPTF)

SPECIFICATIONSMale British
Standard
Pipe Parallel
to Male Pipe
NPTF

Male British
Standard
Pipe Parallel
to Female
Pipe NPTF

4MBSPP-4FP ¹⁄₄ – 19 ¹⁄₄ – 18

6MBSPP-6FP ³⁄₈ – 19 ³⁄₈ – 18

8MBSPP-6FP ¹⁄₂ – 14 ³⁄₈ – 18

8MBSPP-8FP ¹⁄₂ – 14 ¹⁄₂ – 14

12MBSPP-12FP ³⁄₄ – 14 ³⁄₄ – 14

RB&H #

THREAD SIZE

MBSPP FP (NPTF)

SPECIFICATIONS

Male British
Standard
Pipe Parallel
to Male JIC
37° Flare

4MBSPP-4MJ ¹⁄₄ – 19 ⁷⁄₁₆ – 20

6MBSPP-6MJ ³⁄₈ – 19 ⁹⁄₁₆ – 18

8MBSPP-8MJ ¹⁄₂ – 14 ³⁄₄ – 16

12MBSPP-12MJ ³⁄₄ – 14 1 ¹⁄₁₆ – 12

RB&H #

THREAD SIZE

MBSPP MJ

SPECIFICATIONS

2MBSPPOR-4MJ ¹⁄₈ – 28 ⁷⁄₁₆ – 20

4MBSPPOR-4MJ ¹⁄₄ – 19 ⁷⁄₁₆ – 20

4MBSPPOR-6MJ ¹⁄₄ – 19 ⁹⁄₁₆ – 18

6MBSPPOR-6MJ ³⁄₈ – 19 ⁹⁄₁₆ – 18

6MBSPPOR-8MJ ³⁄₈ – 19 ³⁄₄ – 16

8MBSPPOR-6MJ ¹⁄₂ – 14 ⁹⁄₁₆ – 18

8MBSPPOR-8MJ ¹⁄₂ – 14 ³⁄₄ – 16

12MBSPPOR-12MJ ³⁄₄ – 14 1 ¹⁄₁₆ – 12

RB&H #

THREAD SIZE

MBSPP MJ

SPECIFICATIONSMale British
Standard
Pipe Parallel
with O-Ring
to Male JIC
37° Flare

*Assortments available

C_Adapters*  6/5/06  1:26 PM  Page 164




